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Signature Sliding Door (100mm, 166mm)

Installation Details

BRICK VENEER CONSTRUCTION - SILL & JAMB DETAIL

INTERIOR LINING

ARCHITRAVE

PACKER

SARKING

JAMB FIXING TO SUIT
/ (SEE NOTE)

REVEAL

JAMB FLASHING
(BY BUILDER)

GROUT

83980
BRACKET SILL FIX

CONCRETE FASTENER

SILICONE SEALANT
(SEAL AROUND EACH BRACKET)

ISOLATOR
(TO SEPARATE THE SILL FROM
BRICK, BY BUILDER)

FOOTING

SILL FLASHING
(BY BUILDER)

DRAIN SLOTS AS PER BCA.

NOTE:

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A ) 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO: SIG 100 & 166 SD DATE: 29/04/15

DRAWING NO: SIG-SD-02-01 ISSUE: A ’@ Bradnams
|

DRAWN: DJH SCALE: 1:3 ‘l"ndows 5d00|’5




Signature Sliding Door (100mm, 166mm)

Installation Details

BRICK VENEER CONSTRUCTION - HEAD & JAMB DETAIL

HEAD FLASHING
(BY BUILDER)
TIMBER LINTEL
STEEL LINTEL
SARKING
] INTERNAL SHEETING
R
8 [ ARCHITRAVE
RS
=
: 10mm MIN. CLEARNACE
2055 S (TEMPORARILY PACK WHEN FIXING)
KK (S
/ K% &s
— REVEAL
HEAD FIXING TO SUIT
(SEE NOTE)
SILICONE SEALANT
N BRICKWORK
\ JAMB FIXING TO SUIT
(SEE NOTE)
T PACKER

NOTE:
FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT

450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A ¢ 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO: SIG 100 & 166 SD DATE: 29/04/15

DRAWING NO: SIG-SD-02-02 ISSUE: A ’@ Bradnams
|

DRAWN: DJH SCALE: 1:3 ‘l"ndows 5d00|’5




Signature Sliding Door (100mm, 166mm)

Installation Details

CLADDING CONSTRUCTION - SILL & JAMB DETAIL

INTERNAL LINING

ARCHITRAVE

SARKING

REVEAL

PACKER

JAMB FIXING TO SUIT
(SEE NOTE)

INTERNAL FLOORING

JAMB FLASHING
(BY BUILDER)

FIX SILL THROUGH BACK
OF SUBSILL FLASHING

BOTTOM WALL PLATE

FLOOR JOIST

SUBSILL FLASHING ENDS TURNED
UP AND SEALED SEAL ALL FIXINGS
(BY BUILDER)

EXTERNAL TRIM

EXTERNAL CLADDING

NOTE:

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A () 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO: SIG 100 & 166 SD DATE: 29/04/15

DRAWING NO: SIG-SD-02-03 ISSUE: A ’@ Bradnams
|

DRAWN: DJH SCALE: 1:3 ‘l"ndows ﬁdOOI'S




Signature Sliding Door (100mm, 166mm)

Installation Details

CLADDING CONSTRUCTION - HEAD & JAMB DETAIL

NOTE:
FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A 0 2.2mm STEEL NAIL MIMIMUM.
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TIMBER LINTEL

INTERIOR LINING

EXTERNAL CLADDING

HEAD FLASHING
(TO EXTEND 50mm EITHER SIDE
OF FRAME, BY BUILDER)

10mm MIN. CLEARNACE
(TEMPORARILY PACK WHEN FIXING)

REVEAL

HEAD FIXING TO SUIT
(SEE NOTE)

EXTERNAL TRIM

JAMB FIXING TO SUIT
(SEE NOTE)

SARKING

PACKER

STUD

PRODUCT NO: SIG 100 & 166 SD
DRAWING NO: SIG-SD-02-04
DRAWN: DJH

DATE: 29/04/15
ISSUE: A
SCALE: 1:3

. Bragnas




Signature Sliding Door (100mm, 166mm)

Installation Details

CAVITY BRICK CONSTRUCTION - SILL & JAMB DETAIL

85756
TIE FLAT BRICK 100/166

JAMB FLASHING
. (BYBULDER)

GROUT
(NON-SHRINKING)

CONCRETE FASTENER

83980
BRACKET SILL FIX

SILICONE SEALANT
(SEAL AROUND EACH BRACKET)

| ISOLATOR
(BY BUILDER)

| ——FOOTING

SILL FLASHING
(BY BUILDER)

DRAIN SLOTS
(ASPERB.CA)

NOTE:

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A ) 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO: SIG 100 & 166 SD DATE: 29/04/15

DRAWING NO: SIG-SD-02-05 ISSUE: A ’@ Bradnams
|

DRAWN: DJH SCALE: 1:3 ‘l"ndows 5d00|’5




Signature Sliding Door (100mm, 166mm)

Installation Details

CAVITY BRICK CONSTRUCTION - HEAD & JAMB DETAIL

NOTE:
FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A ©2.2mm STEEL NAIL MIMIMUM.

HEAD FLASHING
(BY BULDER - TO OUTER
FACE OF WALL)

STEEL LINTEL

" (TO PINCH FIN)

DRAIN SLOTS
(ASPERBCA)

BRICKWORK

- JAMBFLASHING

(BY BUILDER)

80840
BRICK TIE

PRODUCT NO: SIG 100 & 166 SD
DRAWING NO: SIG-SD-02-06
DRAWN: DJH

DATE: 29/04/15
ISSUE: A
SCALE: 1:3

P

Bradnams

windouwss & doors




Signature Sliding Door (100mm, 166mm)

Installation Details

BLOCKWORK CONSTRUCTION - SILL & JAMB DETAIL

FIX TO FRAME WITH
S.S.RIVETS

BX336 (2304)

ANGLE 40 x 25 x 2.7mm
. (SETINSEALANT)

NYLON ANCHOR FIXING

Q2481 (2111)
ANGLE 25x 20 x 1.4
(SET IN SEALANT)

|~ FASTEN TO FRAME
WITH 8.S. RIVETS

GROUT

83980
BRACKET SILL FIX

CONCRETE FIXING
(SEAL OVER)

< SILICONE SEALANT
(SEAL AROUND EACH BRACKET)

g TANKING
(IMPERVIOUS COATING
AS PER B.C.A.SEE BELOW)

NOTE:

SURFACE OF BLOCKS TO DOOR / WINDOW OPENING MUST BE TANKED WITH A SUITABLE SEALER TO
PREVENT INGRESS OF MOISTURE. ENSURE THAT THE SURFACES TO BE SEALED ARE SOUND,
CLEAN, DRY AND FREE FROM ANY SURFACE CONTAMINANTS.

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A @ 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO: SIG 100 & 166 SD DATE: 29/04/15

DRAWING NO: SIG-SD-02-07 ISSUE: A ’@ Bradnams
|

DRAWN: DJH SCALE: 1:3 ‘l"ndows 5d00|’5




Signature Sliding Door (100mm, 166mm)

Installation Details

BLOCKWORK CONSTRUCTION - HEAD & JAMB DETAIL

RE-INFORCING BAR

4 ” CORE FILLED
9 LINTEL BLOCK
pa)
£

NYLON ANCHOR FIXING
/

BX336 (2304)
ANGLE 40 x 25 x 2.7mm
(SET IN SEALANT)

/ BLOCKWORK
\sz 111)
ANGLE 25 x 20 x 1.4

(SET IN SEALANT)

\ OPENING TO BE PREPARED WITH
TANKING IMPERVIOUS COATING

AS PER BCA. (SEE NOTE BELOW)

NOTE:

SURFACE OF BLOCKS TO DOOR / WINDOW OPENING MUST BE TANKED WITH A SUITABLE SEALER TO
PREVENT INGRESS OF MOISTURE. ENSURE THAT THE SURFACES TO BE SEALED ARE SOUND,
CLEAN, DRY AND FREE FROM ANY SURFACE CONTAMINANTS.

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A @ 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO: SIG 100 & 166 SD DATE: 29/04/15

DRAWING NO: SIG-SD-02-08 ISSUE: A ’@ Bradnams
|

DRAWN: DJH SCALE: 1:3 ‘l"ndows 5d00|’5




Signature Sliding Door (100mm, 166mm)

Installation Details

SUB-FRAMING CONSTRUCTION - SILL & JAMB DETAIL

BRI BE027 (2378)
S - TWO PART SUB HEAD / SUBJAMB BEAD
g a W
- . . a
Z 9 . v B} .
4 g 4 . -
. Lo &, s FASTENER TO SUIT
R VR (SEE NOTE - SEAL OVER FIXING HEAD)

BE026 (2273)
SUBHEAD / SUBJAMB

83353
SUB-FRAMING SEAL

L SILICONE SEALANT

| ——BACKING ROD

—1— FASTENER TO SUIT
(SEE NOTE - SEAL OVER FIXING HEAD)

PACKER

BEO15 (3353)
SUBSILL '15' 100

FIXINGS TYPES AND CENTRES TO BE PROJECT SPECIFIC.
REFER TO SPECIFICATION & OR COMPANY ENGINEER.

SURFACE OF BLOCKS TO DOOR / WINDOW OPENING MUST BE TANKED WITH A SUITABLE SEALER TO
PREVENT INGRESS OF MOISTURE. ENSURE THAT THE SURFACES TO BE SEALED ARE SOUND,
CLEAN, DRY AND FREE FROM ANY SURFACE CONTAMINANTS.

PRODUCT NO: SIG 100 & 166 SD DATE: 29/04/15

DRAWING NO: SIG-SD-02-09 ISSUE: A ’@ Bradnams
|

DRAWN: DJH SCALE: 1:3 ‘I"ndows ﬁdOOI'S




Signature Sliding Door (100mm, 166mm)

Installation Details

SUB-FRAMING CONSTRUCTION - HEAD & JAMB DETAIL

2 FASTENER TO SUIT
B (SEE NOTE - SEAL OVER FIXING HEAD)
L9 A
oA o A .'14
.. < .. . <
k- e )
a A v <
LA . -
Y T R BE055 (2278)
C 4 ST SUBHEAD 100
N . 4. ) 4 ¢ 2 a
) <.
..AA B R ) < R
: AA 4 83353
.. "4 _—" SUB-FRAMING SEAL
»
/ ]
BE026 (2273)
SUBHEAD / SUBJAMB
A:.~ A\
, BE027 (2378)
R N TWO PART SUB HEAD / SUBJAMB BEAD
Co.oaY s 4 < - . A
) é]. a4 : | éq )
<, g
a4 4 FASTENER TO SUIT
TR (SEE NOTE - SEAL OVER FIXING HEAD)
FIXINGS TYPES AND CENTRES TO BE PROJECT SPECIFIC.
REFER TO SPECIFICATION &/OR COMPANY ENGINEER.
SURFACE OF CONCRETE TO DOOR / WINDOW OPENING MUST BE TANKED WITH A SUITABLE SEALER TO
PREVENT INGRESS OF MOISTURE. ENSURE THAT THE SURFACES TO BE SEALED ARE SOUND,
CLEAN, DRY AND FREE FROM ANY SURFACE CONTAMINANTS.
PRODUCT NO: SIG 100 & 166 SD DATE: 29/04/15

DRAWN: DJH SCALE: 1:3 ‘I"ndows ﬁdOOI'S

DRAWING NO: SIG-SD-02-10 ISSUE: A ’@ Bradnams
|




Signature Sliding Door (100mm, 166mm)

Installation Details

SUB-FRAMING CONSTRUCTION - ALTERNATIVE SILL & JAMB DETAIL - DEEP RECESS

g FASTENER TO SUIT
T4 (SEE NOTE - SEAL OVER FIXING HEAD)
4 4 S D
s . .
Ay GROUT
(NON-SHRINKING)
< .-
i
N .
83353
SUB-FRAMING SEAL
SILICONE SEALANT
‘| _——BACKING ROD

|___FASTENER TO SUIT
(SEE NOTE - SEAL OVER FIXING HEAD)
PACKER

E——
4 BE015 (3353)
SUBSILL 15" 100
FIXINGS TYPES AND CENTRES TO BE PROJECT SPECIFIC.
REFER TO SPECIFICATION & OR COMPANY ENGINEER.
SURFACE OF BLOCKS TO DOOR / WINDOW OPENING MUST BE TANKED WITH A SUITABLE SEALER TO
PREVENT INGRESS OF MOISTURE. ENSURE THAT THE SURFACES TO BE SEALED ARE SOUND,
CLEAN, DRY AND FREE FROM ANY SURFACE CONTAMINANTS.
PRODUCT NO: SIG 100 & 166 SD DATE: 29/04/15

DRAWING NO: SIG-SD-02-11 ISSUE: A ’@ Bradnams
|

DRAWN: DJH SCALE: 1:3 ‘I"ndows ﬁdOOI'S




Signature Sliding Door (100mm, 166mm)

Installation Details

SUBSILL DAM ANGLE INSTALLATION

DAM ANGLE TO SUIT
(FIT INTO SUBSILL BEFORE FIXING)

SUBSILL FIXING
(TYPE & QUANTITY PROJECT SPECIFIC)

PACKING AT FIXING POINTS

| TANKING APPLIED TO OPENING SURFACE
|7 (BY BUILDER)

SUBSILL TO SUIT
(SEAL ENDS TO OPENING)

1. INSTALL SUBSILL INTO OPENING WITH DAM ANGLE FITTED. PACK SUBSILL LEVEL
THEN FIX TO STRUCTURE. SEAL SUBSILL ENDS TO STRUCTURE.

DAM ANGLE TO SUIT
(SEAL TO OPENING & SUBSILL)

SEAL OVER FIXINGS

SEAL

BACKING ROD

TANKING APPLIED TO OPENING SURFACE
(BY BUILDER)

2.APPLY SEALANT TO VERTICAL FACE OF DAM ANGLE AND ALSO TO THE FLOOR OF THE SUBSILL.
POSITION DAM ANGLE AGAINST STRUCTURE. SEAL ALL JOINTS BETWEEN ANGLE AND SUBSILL.
SEAL ALL JOINTS BETWEEN ANGLE AND SUBSILL. SEAL OVER FIXINGS AND UNDER SUB SILL TO STRUCTURE.

PRODUCT NO: SIG 100 & 166 SD DATE: 14/05/15

DRAWING NO: SIG-SD-02-14 ISSUE: A ’@ Bradnams
|

DRAWN: DJH SCALE: 1:4 windows & doors




Signature Sliding Door (100mm, 166mm)

Installation Details

TYPICAL SUBSILL DAM ANGLE INSTALLATION WITH FIXING & TRIM ANGLES

'w\/

BX336 (2304)
ANGLE 40 x 25 x 2.7mm
(FIXING ANGLE - SEAL TO OPENING & WINDOW)

Q2481 (2111)
ANGLE 25 x 20 x 1.4
(TRIM ANGLE - SEAL TO OPENING & WINDOW)

83611

ANGLE DAM 100
/ (SEAL TO OPENING & SUBSILL)

__ SILICONE SEAL ALL EXPOSED GAPS

BETWEEN SUBSILL, DAM ANGLE & ANGLES

83353
SEAL SUBFRAME

BEO15 (3353)
SUBSILL 15" 100

PRODUCT NO: SIG 100 & 166 SD
DRAWING NO: SIG-SD-02-15
DRAWN: DJH

DATE: 14/05/15
ISSUE: A
SCALE: 1:15

. Bragnas






