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Essential Awning Window (52mm) /
Casement Window (52mm) /

Fixed Window (52mm-EG) Installation Details

BRICK VENEER CONSTRUCTION - SILL & JAMB DETAIL

INTERIOR LINING

ARCHITRAVE

JAMB PACKER
(AT FIXING POINTS)

/JAMB STUD
/JAMB FIXING TO STUD

\JAMB FLASHING
(BY BUILDER)
SILL FIXING TO SUIT
(SEE NOTE)
%
JK1  SILPACKER
A ] (ATFIXING PONTS)
& ?«
s »s'd
e
%
: REVEAL
SILL TRIMMER
SARKING
FLAP SILL
SILL FLASHING
(BY BUILDER)

NOTE:

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A @ 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO:
DRAWING NO:
DRAWN:

ESS-AWN-52 DATE: 20/05/14

ESS-AWN-02-01 ISSUE: A ’@ Brad nams
>

. SCALE: 1:3 windows & doors




Essential Awning Window (52mm) /
Casement Window (52mm) /

Fixed Window (52mm-EG) Installation Details

BRICK VENEER CONSTRUCTION - HEAD & JAMB DETAIL
HEAD FLASHING
(BY BUILDER)
STEEL LINTEL
SARKING
TIMBER LINTEL
SEALANT
10mm MIN. CLEARANCE
= (TEMPORARILY PACK
- WHEN FIXING)
REVEAL
P
B 5;‘4
. :.::}
%
(5]
HEAD FIXING TO SUIT
(SEE NOTE)
JAMB FIXINGTO SUIT
(SEE NOTE)
JAMB STUD
JAMB PACKER

NOTE:

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT

/ (AT FIXING POINTS)

JAMB FLASHING
(BY BUILDER)

ARCHITRAVE

INTERIOR LINING

300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A ¢ 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO: ESS-AWN-52 DATE:  20/05/14

\J
DRAWING NO: ESS-AWN-02-02 ISSUE: A @Bradnams
DRAWN: JCF SCALE: 1:3 "" windows & doors




Essential Awning Window (52mm) /
Casement Window (52mm) /

Fixed Window (52mm-EG) Installation Details

CLADDING CONSTRUCTION - SILL & JAMB DETAIL

INTERIOR LINING

ARCHITRAVE

JAMB PACKER
(AT FIXING POINTS)

 JAW STUD
JAMB FIXING TO SUIT
g - (sENOT
\JAMB FLASHING
(BY BULDER)
SILL FIXING TO SUIT
(SEE NOTE)
N
SILL PACKER
. (AT FIXING POINTS)
I\
i
A
gfj- SILL FLAP
a|%7
XK
o SILL FLASHING
2 (BY BULDER)
\ SILLTRIM
EXTERIOR TRIM
SARKING
EXTERIOR CLADDING
NOTE:

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A ) 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO: ESS-AWN-52

DATE: 20/05/14
DRAWING NO: ESS-AWN-02-03 ISSUE: A

. Bradnams
DRAWN: JCF "A

SCALE: 1:3 windows & doors




Essential Awning Window (52mm) /

Casement Window (52mm) /
Fixed Window (52mm-EG) Installation Details

CLADDING CONSTRUCTION - HEAD & JAMB DETAIL

EXTERIOR CLADDING

:-? SARKING

P> /
}/TIMBER LINTEL
/ EXTERIOR TRIM

Aﬁkﬁqg
7

< HEAD FLASHING
:g.'% ¥ (BY BUILDER)
. 0 [05%
SR % 10mm MIN. CLEARANCE
< Nl (TEMPORARILY PACK
, :;5? WHEN FIXING)
g REVEAL
HEAD FIXING TO SUIT
(SEE NOTE)
JAMB FIXING TO SUIT
(SEE NOTE)
JAMB FLASHING
> (BY BUILDER)
\JAMB STUD

ARCHITRAVE

INTERIOR LINING

NOTE:

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A ) 2.2mm STEEL NAIL MIMIMUM.

PRODUCT NO: ESS-AWN-52 DATE: 20/05/14

DRAWING NO: ESS-AWN-02-04 ISSUE: A ’® Bradnams
> |

DRAWN: JCF SCALE: 1:3 ‘I"ndows &doors




Essential Awning Window (52mm) /

Casement Window (52mm) /
Fixed Window (52mm-EG) Installation Details

CAVITY BRICK CONSTRUCTION - SILL & JAMB DETAIL

JAMB FLASHING
(BY BUILDER)

80840
BRICK TIE

BRICKWORK

/ CAVITY CLOSER

‘ INTERNAL LINING ADHESIVE

INTERNAL LINING

80840
BRICK TIE

\ SILL FLASHING
o (BY BUILDER)

SILL FLAP

NOTE:

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A ¢ 2.2mm STEEL NAIL MINIMUM.

PRODUCT NO: ESS-AWN-52 DATE: 20/05/14

DRAWING NO: ESS-AWN-02-05 ISSUE: A ’® Bradnams
> |

DRAWN: JCF SCALE: 1:3 ‘I"ndows & dOOI'S




Essential Awning Window (52mm) /

Casement Window (52mm) /
Fixed Window (52mm-EG) Installation Details

CAVITY BRICK CONSTRUCTION - HEAD & JAMB DETAIL

HEAD FLASHING
(BY BUILDER)

| —BRICKWORK

STEEL LINTEL
(TO PINCH FIN)

INTERNAL LINING ADHESIVE

\ INTERNAL LINING

CAVITY CLOSER

80840
BRICK TIE

JAMB FLASHING
(BY BUILDER)

NOTE:

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A @ 2.2mm STEEL NAIL MINIMUM.

PRODUCT NO: ESS-AWN-52 DATE: 20/05/14

DRAWING NO: ESS-AWN-02-06 ISSUE: A ’® Bradnams
> |

DRAWN: JCF SCALE: 1:3 ‘I"ndows &doors




Essential Awning Window (52mm) /

Casement Window (52mm) /
Fixed Window (52mm-EG) Installation Details

BLOCKWORK CONSTRUCTION - SILL & JAMB DETAIL

REINFORCING BAR

INTERNAL LINING

INTERNAL LINING ADHESIVE

PACKER
———————— (ATFIXINGPOINTS)

 ANWOR FIXING

(SEE NOTE)

SEAL FRAME TO OPENING

FIX ANGLE TO FRAME
——  WITHSS.RIVET

BX336 (2304)
ANGLE 40 x 25 x 2.7mm
(SEAL TO OPENING & FRAME

FIXING TO SUIT
(SEAL OVER FIXING HEAD)

SILL FLAP

BLOCKWORK
(SEE NOTE)
NOTE:

SURFACE OF BLOCKS TO WINDOW OPENING MUST BE TANKED WITH A SUITABLE SEALER TO
PREVENT INGRESS OF MOISTURE. ENSURE SURFACES TO BE SEALED ARE SOUND, CLEAN, DRY
AND FREE FROM ANY CONTAMINANTS BEFORE SEALING.

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A © 2.2mm STEEL NAIL MINIMUM.

PRODUCT NO: ESS-AWN-52 DATE: 21/05/14

DRAWING NO: ESS-AWN-02-07 ISSUE: A ’® Bradnams
> |

DRAWN: JCF SCALE: 1:3 ‘I"ndows &doors




Essential Awning Window (52mm) /

Casement Window (52mm) /
Fixed Window (52mm-EG) Installation Details

BLOCKWORK CONSTRUCTION - HEAD & JAMB DETAIL

BLOCKWORK
(SEE NOTE)

. REINFORCING BAR

H1—— PAckeRr
. (AT FIXING POINTS)

ANCHOR FIXING
(SEE NOTE)

INTERNAL LINING

INTERNAL LINING ADHESIVE

NOTE:

SURFACE OF BLOCKS TO WINDOW OPENING MUST BE TANKED WITH A SUITABLE SEALER TO
PREVENT INGRESS OF MOISTURE. ENSURE SURFACES TO BE SEALED ARE SOUND, CLEAN, DRY
AND FREE FROM ANY CONTAMINANTS BEFORE SEALING.

FOR SITE CLASSIFICATIONS OF UP TO AND INCLUDING 'N6' OR SIMILAR, FIXINGS ARE TO BE AT
450mm CENTRE MAXIMUM, FOR SITUATIONS IN EXCESS OF THIS THE FIXINGS ARE TO BE AT
300mm CENTRES MAXIMUM. FIXING SIZE TO BE EQUIVALENT TO A @ 2.2mm STEEL NAIL MINIMUM.

PRODUCT NO: ESS-AWN-52 DATE: 22/05/14

DRAWING NO: ESS-AWN-02-08 ISSUE: A ’® Bradnams
> |

DRAWN: JCF SCALE: 1:3 ‘I"ndows &doors




Essential Awning Window (52mm) /

Casement Window (52mm) /
Fixed Window (52mm-EG) Installation Details

TILT SLAB CONSTRUCTION - SILL & JAMB DETAIL

INTERNAL LINING
INTERNAL LINING ADHESIVE

BX336 (2304)
ANGLE 40 x 25 x 2.7mm
(SEAL TO OPENING & FRAME)

FIX ANGLE TO FRAME WITH

/s.s. RIVET (SEE NOTE)

ANCHOR FIXING
| (INSIDE ANGLE ONLY - SEE NOTE)

Q1910 (2106)
ANGLE 25 x 12 x 1.4mm
/(SEAL TO OPENING & FRAME)

SILL SEALED TO SUBSILL

L 83353
|~ SEAL SUBFRAME

) | ————BACKING ROD

,,,,,

FIXING TO SUIT
(SEAL OVER FIXING HEAD - SEE NOTE)

PACKER

BY036 (2925)
SUBSILL 52

CONCRETE PANEL
(SEE NOTE)

NOTE:

SURFACE OF CONCRETE TO WINDOW OPENING MUST BE TANKED WITH A SUITABLE SEALER TO
PREVENT INGRESS OF MOISTURE. ENSURE SURFACES TO BE SEALED ARE SOUND, CLEAN, DRY
AND FREE FROM ANY CONTAMINANTS BEFORE SEALING.

FIXING TYPES & CENTRES TO BE PROJECT SPECIFIC, REFER TO SPECIFICATION AND/OR ENGINEER.

PRODUCT NO: ESS-AWN-52 DATE: 22/05/14

DRAWING NO: ESS-AWN-02-09 ISSUE: A ’@ Bradnams
>

DRAWN: JCF SCALE: 1:3 ‘I"ndows &doors




Essential Awning Window (52mm) /

Casement Window (52mm) /
Fixed Window (52mm-EG) Installation Details

TILT SLAB CONSTRUCTION - HEAD & JAMB DETAIL

FIXING TO SUIT
(SEAL OVER FIXING HEAD - SEE NOTE)

EL5178 (3338)
SUBHEAD 52
(BED IN SEALANT)

o ] INTERNAL LINING
i,//////////WTERNALUMNGADHE&VE

83353

| SEALSUBFRAME

HEAD SEALED TO SUBHEAD
(INSIDE AND OUT)

 %10 (2106)
ANGLE 25 x 12 x 1.4mm

(SEAL TO OPENING & FRAME)

BX336 (2304)

——— ANGLE40x25x2.7mm

(SEAL TO OPENING & FRAME)

FIX ANGLE TO FRAME
WITH 8.S. RIVET

ANCHOR FIXING
(INSIDE ANGLE ONLY - SEE NOTE)

CONCRETE PANEL
(SEE NOTE)

NOTE:
SURFACE OF CONCRETE TO WINDOW OPENING MUST BE TANKED WITH A SUITABLE SEALER TO

PREVENT INGRESS OF MOISTURE. ENSURE SURFACES TO BE SEALED ARE SOUND, CLEAN, DRY
AND FREE FROM ANY CONTAMINANTS BEFORE SEALING.

FIXING TYPES & CENTRES TO BE PROJECT SPECIFIC, REFER TO SPECIFICATION AND/OR ENGINEER.

PRODUCT NO: ESS-AWN-52 DATE: 23/05/14

A\ J
DRAWING NO: ESS-AWN-02-10 ISSUE: A @ Bradnams
DRAWN: JCF SCALE: 1:3 "A WII]dOWS&dOOI’S






